








““ONE-MAN” TRANSMISSION JACKS 















NO. 34 FLOOR TYPE 
MECHANICAL TRANSMISSION JACK 


Tilts ... raises... lowers... 
rotates any automatic’ trans- 
mission for easy, accurate 
‘‘one-man’’ removal and in- 
stallation. 


The Ajax 34 and 37 Automatic Transmission Jacks are : 
supplied complete with Universal Lifting Head As- type model. 
sembly including a full set of adjustable pick-up blades pine cone fficienc 
oe eins , man’’ under-lift 
for all automatic irgOSTn SSI plus an Adaptor Head “fanemission Gon 7 
for Chevrolet “‘Powerglide.”’ a 


AJAX MODELS 34 AND 37 PROVIDE FAST, SAFE 
"“ONE-MAN’”’ SERVICING OF ALL AUTOMATIC TRANSMISSIONS 


UYDRAMATIC TORGUE-FLITE POWEREFLITE TURBO-DRIVE 
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AJAX AND JACKS comaine au tHe 


MOVEMENTS NECESSARY FOR '"‘ONE-MAN” SERVICING OF ALL AUTOMATIC TRANSMISSIONS 
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YOU RAISE AND LOWER THE TRANSMISSION WITH “MICROMETER”’ 
ACCURACY FOR GREATER SPEED AND SIMPLICITY. 
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Developed in co-operation 
with car factory service man- 
agers, the Ajax 34 and 37 jacks 
are precision engineered to 
permit close tolerance ‘‘inch- 
ing” of the transmission into 
or out of position. The No. 34 
provides a mechanically con- 
trolled raising and lowering 
movement over a full range of 
17%”. The No. 37 operates hy- 


draulically over a range of 37” 
to 731%”. © 


YOU TILT THE TRANSMISSION THROUGH A WIDE ARC FOR GREATER 
EASE IN REMOVAL AND INSTALLATION. 


The Ajax 34 has a tilting range from 75° forward for the removal of early series Chevrolet ‘‘Powerglide’”’ 
to 172° backward for proper alignment. Tilting range of the No. 37 is from 80° forward to 18° backward. 


YOU “AXIS-ROTATE” THE TRANSMISSION FOR ACCURATE, MORE 
POSITIVE ALIGNMENT. 


The remarkable rotating movement of thé 34 and 37 is ‘‘Axis-Centered” on the transmission itself to 
assure perfect alignment of the locating dowels and bolt holes on the bell housing. 








Capacity (Lifting Load)............... wolos. Wheel Trésd...................... 15” 








wee Base. be, — 252” 


Capacity (Positioning Load).......... 130 Lbs. Wheel Diameter...................... 2” 
Overall Length.............. _ 434” Max. Rear Tilt (Raised position)...... 172° 
. Overall Width................ ee, 20%” Max. Forward Tilt (Lowered position) . 37° 
Overall Height (Lowered).......... . 10 Max. Forward Tilt (Raised position). . .54 
Low Height (at load pick up point)... ..8%4” Max. Forward Tilt (at 224%” Height 
| FPowerRalee..................... lh for Chevrolet Powerglide).......... 75° 
Max. Height (at load ae uP point)... .265%” Shipping Weight..................... 115 Lbs. 
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HERE’S THE SAFE...EASY...PROFITABLE WAY 
TO SERVICE ANY AUTOMATIC TRANSMISSION 


The Ajax 34 and 37 are built to handle the heaviest 
automatic transmissions. Even at full height and 
maximum tilt they are completely safe and effi- 
cient. The floor type No. 34 has an extra heavy 
steel chassis and counter-balanced lifting arm to 
hold the transmission rigidly and securely. The 


pedestal type No. 37 has a four-wheel “tip proof” 
base which provides complete stability and safety. 
Both models are designed with 50% additional 
capacity to dislodge the transmission and to hold 
the rear of the engine for cross-brace removal. 
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‘“‘~POWERGLIDE’’ ADAPTOR HEAD 


The Ajax 34 and 37 come equipped with an extra, easily attached 
adaptor head which bolts directly to the transmission for serv- 
icing all Chevrolet ‘‘Powerglide” transmissions. Now, any me- 
chanic can remove or replace a ‘‘Powerglide” safely, easily and 
in only a fraction of the time required by previous methods. 


AJAX FLOOR MODEL 34—MONEY-SAVING, TIME-SAVING FEATURES: 


Compact Design 
Low starting height 
and under-slung de- 
sign with compact 
head and chassis con- 
struction permit easy 
removal of transmis- 
sion... provide me- 
chanic with an acces- 
sible working area. 





Low-Effort Operation 


All controls are direct- 
acting, low-effort ratio 
for ease of operation. 
Full 177%” power raise 
to top height of 265%” 
makes transfer of 
transmission to the 
bench an easy opera- 
tion. 





Tip-Proof Chassis 


Rugged reinforced 
chassis frame and 
lifting arm assure 
complete safety. Four- 
wheel overhang sup- 
ports provide excep- 
tional stability coun- 
terbalanced design 
prevents ‘‘tipping.”’ 














Easy-Rolling Wheels 


Smooth-acting, ball- 
bearing, swivel-type 
wheels with extra-wide 
tread make positioning 
and dollying easy— 
even on uneven sur- 
faces. 22” diameter 
wheels absorb the 
shocks of heavy loads. 





Convenient Handle 


Heavy strap steel ma- 
neuvering handle is 
designed for maximum 
clearance under cars 
. provides easy con- 
venient dollying of jack 
and transmission. 
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LOW-EFFORT, FULL 
RANGE OPERATION 
All controls are direct-act- 


ing, low-effort ratio for ease 
of operation. Full 38% inch 


power raise to a maximum 
height of 73% inches per- 
mits easy removal from 
under a lift at the most 
orelaancolacclelicmunela diate mal:iie pale 





AJAX NO. 37 SPECIFICATIONS 


Capacity. (Lifting boad).~... i. ............ 500 Lbs. 
Capacity (Positioning Load)............. 750 Lbs. 
SPU OTRT BTN ota hc. hi. Fo Goes oe 38” 
Overall Witt ase sew. ee. 38” 
Overall Height (Lowered)................ 35" 

Low Height (atload pick up point)........ 37” 
PENG TEGISO ee iG eh oe esas venn 38” 
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NEW 
PEDESTAL TYPE 
AJAX 


FOR UNDER-LIFT SERVICING OF 
ALL AUTOMATIC TRANSMISSIONS 








Where under-lift servicing of an automatic transmis- 
sion is preferred, mechanics appreciate the easy ac- 
cessibility and hydraulic lifting features of the Ajax 
37 Pedestal Type Jack. 


New ‘‘2-stage”’ hydraulic ram provides a load pick-up 
height of only 37 inches for easy transfer of trans- 
mission to work bench. Pedal operation permits free- 
dom of both hands to guide transmission as ram is 
raised. Pedal pivots around pump cylinder .. . is 
accessible from any position around jack. 


New 2-speed release provides fast, easy removal and 
installation. Variable speed of descent allows oper- 
ator to lower transmission gently and accurately in 
tight places. When release pedal is depressed half 
way, descent is slow... when depressed fully, descent 
is rapid. U-type safety release bar is readily acces- 
sible from any’ position around jack. 


Wheels roll freely on self-lubricating roller bearings 
and turn smoothly on ball-bearing casters to assure 
easy~positioning. ““Sure-Grip”’ steering handle has 
correct length to provide leverage in positioning 
. . . folds down when not in use. 


SUPER-SAFE, 
“TIP-PROOF” DESIGN 


Extra-heavy welded steel 
tube quadruple leg base has 
the strength and width nec- 
essary for maximum stabil- 
ity at full height under load. 
Widespread base design 
also allows mechanic to 
move around jack easily. 


Max. Height (atload pick up point) ...... 7132” 
WR RRO OE COG Oa ai ionic Sica Fi bk kb 6 OK 6 RE Fee 35” 
MO: POM. TE 6 Pac scilesic vant eee 35” 
Wheel Diameter..................0.0005. 4’ 
Max. Rearward Tilt......................15° 
Max. Forward Tilt...... .80° 


*Shipping Weight (with all adaptors)... .200 Lbs. 


*The Ajax 37 comes complete with Universal Lifting Head Assembly 
including a full set of adjustable pick-up blades for all automatic 
transmissions plus an Adaptor Head for Chevrolet ‘Powerglide”’. 
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